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All dimensions are inches. Millimeters are in parentheses.   Certified drawings are available on request.

Dim. L 4.84 or 5.0 4.60 4.90
(122.9 or 127.0) (116.8) (124.5)

FITTING TYPE, .562-18 THREAD (1)

Compression VCO(male) VCR(male)
.125 or .25 .25 .25 
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Model 820-S—Outlet View
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Process .25 or .375 .25 or .375
Tubing (6.4 or 9.5) (6.4 or 9.5)

FLOW RANGE, slm

0–15 0–100

Dim. L 6.27 or 6.39 5.81 or 6.25 6.13 or 6.43
(159.3 or 162.3) (147.6 or 158.8) (155.7 or 163.3)

FITTING TYPE, .562-18 THREAD (1)

Compression VCO(male) VCR(male)
.25 or .375 .25 or .375 .25 or .375 
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Model 820-S—Outlet View
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Process .375 or .50 .50
Tubing (9.5 or 12.7) (12.7)

FLOW RANGE, slm

0–100 0–500

Dim. L 11.89 or 12.17 11.75 12.19
(302 or 309.1) (298.5) (309.6)

FITTING TYPE, .75-16 THREAD (1)

Compression VCO(male) VCR(male)
.375 or .50 .375 .375 

Process .25 .25
Tubing (6.4) (6.4)

FLOW RANGE

0–10 sccm 0–15 slm

Note:  (1) Metric fittings are available, consult factory.






